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There are huge benefits to this. The DIRTT system 
streamlines the scope of the project and simplifies 
coordination discussions. But getting the best results 
means rethinking what you know about conventional 
construction. It changes the way work is done on-site. 

WHEN IT COMES TO 
CONSTRUCTION, DIRTT 
WANTS TO BUILD BETTER. 
WE DO THIS USING A 
PROPRIETARY DESIGN 
SOFTWARE CALLED ICE AND 
OFF-SITE MANUFACTURING.   



The DIRTT Networks System
DIRTT networks offer a series of modular, quick-connect solutions. All of the network components are 

created in our factories and pre-terminated to the correct lengths. They arrive on-site ready to install 

quickly. The DIRTT networks system can come in a variety of cabling types. Each design is tailored to 

the specific needs of the network. This in turn, determines which system gets used. 

Zoned Copper
The consolidation point (CP) is the key component in this system. It allows any changes, moves or 

adds to be made exactly where they’re needed. There’s no need to run a long cable back to the closest 

wiring room. All the cables are quick-connect and pre-labelled. This reduces labor time by up to 60%. 

It also gives the space added flexibility that can’t be achieved with traditional methods. 

Consolidation Point (CP) The transition from primary cable to 
secondary cable. The housing adds ports for flexibility.

Primary A pre-terminated bundle of 12 CAT cables that runs from 
the patch panel to the consolidation point.

Patch Panel The point of transition from the IT room to the cabling 
that runs out to users.

Secondary  A single pre-terminated CAT cable that runs from the 
CP to the outlet.



Fiber deep
With fiber deep solutions, the key component is the cable itself. The use of single-mode fiber within 

the building has revolutionized the industry and its standards. It increases bandwidth and reduces the 

amount of cable needed. This reduction means even greater labor savings during install. 

As with the copper system, all cables are pre-terminated and labelled. 
And the consolidation point allows for that day-two flexibility. 

Consolidation Point (CP) The transition from primary fiber to 
secondary fiber. The housing adds ports for flexibility.

Optical Line Terminal (OLT) The brains of the system. It removes 
the need for switches.

Fiber Cable  A single-mode fiber optic cable. 

Optical Networks Terminal (ONT) The transition from fiber to 
copper signal.



Cost of labor
Because DIRTT uses off-site construction, it flips the idea of how you cost a project upside down. 

Typically, the cost of labor in conventional construction is about 70% of the total. With DIRTT the speed 

of install brings that number down to 30%. With us, the client invests in the materials that create their 

space. And that brings cost-certainty with it. It allows for a conventional, two-week job to be done in a 

matter of days. It’s fast, efficient and affordable. That’s part of what makes DIRTT solutions stand out 

from conventional power systems.

DIRTT networks are flexible, like all DIRTT solutions. They have the 
ability to be redesigned after the initial install. Move an outlet. Add a line. 
The space is versatile, adapting to the needs of the client with minimal 
disruption and cost. 
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